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Well
Location

MW-17L

MW-17L

MW-17L

MW-17L

MW-17L

MW-17L

Sample
Interval
(ft)BGS

50-55

100-105

153-158

185-190

250-260

280-290

Sample
Number

W-050914-RA-01
W-050914-RA-02

W-050916-RA-03

W-050919-RA-04
W-050919-RA-05

W-050921-RA-06

W-050928-RA-08
W-050928-RA-07

W-050928-RA-09

Sample
Date

9/14/2005
(rinsate)

9/16/2005

9/19/2005
(duplicate)

9/21/2005

9/28/2005
(rinsate)

9/28/2005

APPENDIX C

VERTICLE AQUIFER PROFILING SAMPLING SUMMARY
HIGHWAY 96 SITE
WHITEBEAR TOWNSHIP, MINNESOTA

Volume of water

used in drilling
(gal)

200

1200

1500

1100

160

600

removed before Purge Rate

sampling (gal)

400

2400

3000

2200

1000

1500

Sample
(ml/min)

250

250

250

2507100

250

250

Time

15:50
15:55
16:00
16:05
16:10
16:15

14:.05
14:10
14:15
14:20
14:25
14:30
14:35

13:.05
13:10
13:15
13:20

15:10
15:15
15:20
15:25
15:30
15:35

16:10
16:15
16:20
16:25
16:30
16:35

15:00
15:05
15:10
15:15

Temperature

©

144
144
143
14.2
14.2
14.2

13.9
137
13.6
135
13.6
135
135

134
137
137
137

17.2
17.0
171
17.6
17.6
17.6

154
15.3
15.3
15.3
15.3
15.3

12.2
12.2
12.2
12.2

pH

7.04
7.04
7.04
7.04
7.04
7.04

7.22
7.22
7.21
7.21
7.21
7.22
7.21

7.00
7.05
7.05
7.04

7.13
7.13
7.15
7.16
7.17
7.18

7.24
7.04
7.05
7.24
7.25
7.26

7.54
7.54
7.55
7.55

Specific  Dissolved
Conductivity Oxygen
(us) (mg/L)
973 0.68
971 0.62
970 0.54
970 0.50
970 0.49
971 0.50
649 0.56
650 0.44
649 0.42
649 0.41
649 0.39
649 0.37
648 0.38
813 2.36
819 0.91
819 0.89
819 0.95
1039 0.73
1035 0.59
1035 0.55
1035 0.53
1033 0.50
1036 0.49
750 111
751 0.79
750 0.60
750 0.61
750 0.61
750 0.61
756 0.96
755 0.83
755 0.80
754 0.81

Eh
(mv)

-155
-158
-161
-162
-162
-162

-152
-157
-159
-159
-163
-165
-165

-96
-116
-117
-113

-125
-127
-130
-130
-134
-136

Water Level Turbidity Observations

(t.o.c)

NR
NR
NR
NR
NR
NR

29.64
29.64
29.64
29.64
29.64
29.64
29.64

31.04
31.04
31.04
31.04

30.78
31.30
3313
3381
33.86
34.00

42.00
42.00
42.00
42.00
42.00
42.00

40.04
40.04
40.04
40.04

NTU

NR
NR
NR
NR
NR
150

160
110
65
50
39
39
36

50
27
27
26

30
21
19
18
17
17

>400
>400
>400
240
240
230

>400

>400
390
390

Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy

Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy

Sl. Cloudy
Clear
Clear
Clear

Clear
Clear
Clear
Clear
Clear
Clear

Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy

Cloudy
Sl. Cloudy
Sl. Cloudy
Sl. Cloudy
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VERTICLE AQUIFER PROFILING SAMPLING SUMMARY
HIGHWAY 96 SITE
WHITEBEAR TOWNSHIP, MINNESOTA

Sample Volume of water Sample Specific  Dissolved
Well Interval Sample Sample used in drilling removed before Purge Rate Time Temperature pH  Conductivity Oxygen Eh  Water Level Turbidity Observations
Location (ft)BGS Number Date (gal) sampling (gal)  (ml/min) ©) (us) (mg/L) (mvV) (t.o.c) NTU
MW-19B 50-55 W-051118-RA-11 11/18/2005 100 500 500 16:30 8.35 7.00 445 1.83 89 35.05 22.3 Clear
16:35 8.38 7.00 446 1.83 89 35.05 217 Clear
16:40 8.32 7.00 445 1.76 89 35.05 20.3 Clear
MW-19B 110-115 W-051122-RA-12 11/22/2005 600 1800 250 12:45 7.38 7.99 855 0.75 -91.2 36.90 278 Sl. Cloudy
12:50 7.24 8.00 844 0.45 -93.9 36.90 227 Sl. Cloudy
12:55 7.15 8.00 853 0.46 -94.6 36.90 235 Sl. Cloudy
13:00 7.15 8.00 854 0.46 -94.9 36.90 227 Sl. Cloudy
MW-19B 145-150 W-051129-RA-13 11/29/2005 1400 3000 250 10:30 4.89 7.76 551 0.97 -53.4 36.9 3052 Cloudy
10:35 5.07 7.77 514 0.98 -54.8 36.9 2416 Cloudy
10:40 5.14 7.77 514 1.02 -53.2 36.9 2653 Cloudy
10:45 5.12 7.77 515 1.03 -52.8 36.9 2498 Cloudy
MW-19B 190-200 W-051129-RA-15 11/29/2005 600 1400 250 13:20 2.68 7.88 275 2.68 68.2 36.00 5.2 Clear
W-051129-RA-16 (duplicate) Unable to stabilize readings due to frozen tubing.
W-051129-RA-14 (rinsate)

Note:
NR - Not recorded

CRA 2012 (52)





